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ACCEPTED VENDORS: 
SAMTEC USA 
520 PARK EAST BOULEVARD 
P.O. BOX 1147 
NEW ALBANY IN 47151 
812-944-6733 
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09/19/17 
B 
CHANGED VENDOR PN ON -1 (ESQ-106-23-G-S-LL TOESQ-106-24-G-S-LL) -2 
(ESQ-108-23-G-S-LL TOESQ-108-24-G-S-LL) -3 (ESQ-110-23-G-S-LL TO ESQ-110-24-G-S-LL) 
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10/9/17 
C 
REPLACED -7 P/N SSQ-106-01-G-S TO PRT-09280 
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MANUFACTURER: 
SAMTEC INC. 


-1 


VENDOR P/N: ESQ-106-24-G-S-LL 
PITCH: .100" 
ORIENTATION: VERTICAL 


NOTE: 
This drawing defines the overall geometry and performance specifications of the 
part/assembly, and constitutes the acceptance criteria thereof. Only the item(s) described in 
this document procured from the vendor and/or manufacturer listed hereon are approved for 
use. A substitute item shall not be used without prior approval. Conformance of hardware to 
these requirements is acceptable in lieu of vendor and/or manufacturer documentation. 
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VENDOR P/N: ESQ-110-24-G-S-LL 
PITCH: .100" 
ORIENTATION: VERTICAL 
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VENDOR P/N: ESQ-108-24-G-S-LL 
PITCH: .100" 
ORIENTATION: VERTICAL 
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VENDOR P/N: PRT-09280 
PITCH: .100" 
ORIENTATION: VERTICAL 
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VENDOR P/N: SSQ-105-01-G-S 
PITCH: .100" 
ORIENTATION: VERTICAL 
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VENDOR P/N: SSQ-104-01-G-S 
PITCH: .100" 
ORIENTATION: VERTICAL 
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VENDOR P/N: SSQ-103-01-G-S 
PITCH: .100" 
ORIENTATION: VERTICAL 
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VENDOR P/N: SSQ-108-01-G-S 
PITCH: .100" 
ORIENTATION: VERTICAL 
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TYP 4 THRU 6, 8 
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CURRENT RATING: SEE MFG. REPORT #230843 
TEMPERATURE RATING: -55C TO 125C 


CURRENT RATING: SEE MFG. REPORT #TC0838-SSQ-1975 INITIAL RELEASE. 
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